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1 Software Register

Please register the software as the following steps:

s Remarkl: The registration steps for all protocol analyzers are the same; you can complete the registration
by following procedures. Following is an example on how to register the Protocol Analyzer BUS.

% Remark2: We won’t have additional notice for you, when there is any modification of the module
specification. If there is some unconformity caused by the module version upgrade, users should take the
module software as the standard.

STEP 1.  Open the Logic Analyzer and select the Add Bus/Protocol Analyzer item on the pull-down
menu of the Sampling(S) to open the Add Bus/Protocol Analyzer dialog box.

Sampling(S)  Hardware(H) Data(D)  Tools (T

Single Bun FS
Repetitive Run Cirl+Fs
Auto Fun

Sampling Setup ...
Trigzer and Find. ..
External Trigger. ..
Signal Filter Setup. ..

#dd Cha
&dd Bus/Protocol Analwzer... CtrltR

STEP 2.  Select Protocol Analyzer item in the Add Bus/Protocol Analyzer dialog box, expand the Other
Type, and select the BUS.

Add Bus/Protocol Analyzer |E|E|

Eus Type Selaction
" Bus (* Frotocol Analyzer

8o
§EUs V1,00, 00 (CHO1) Deseription

Digzital Temperature
Sensor

Find: |[E

Tou hawe not ragiztered the protocel analyzer,
please register first.

Enter Serial Key: |Flease enter wou product key

Register | Fet Serial Key|

| Hext | Canecel |
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STEP 3.  Enter the Serial Key of the BUS under this Model, and then press the Register.

?X

Add Bus/Protocol &nalyzer

Eus Type Selaction
" Bus (* Frotocol Analyzer

Description

EUS ¥i.00. 00 (CHO1 )

Digzital Temperature
Sensor

Find: |[E

Tou hawe not registered the protocel analyzer,
please register first.

e — -
Enter Serial Key:@ enter wou product key >

E_Register } Get Serial Kew
| Hext | Cancel |

STEP 4.  After the Register is successful, press the Next.
Add Bus/Protocol Analyzer |E|r>__(|

Bus Type Selection
(" Bus (* Protocol Analyzer

Description

BUS ¥1.00.00 (CHO1)

Find: ||

Hext Cancel
— :
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2 User Interface
In the configuration, please refer to the below images to select options of setting MVB module.

MVB Configuration Dialog Box

PROTOCOL ANALYZER MVB

Pin Assignment Prokocaol Analyzer Properky
MVE: an - Inaccuracy Rate: 10% =

Protocaol &nalyzer Format
Ikem Calar [rata Format Ikem Colar [rata Formak
Skark Address -_I Default -
MSD -_| Data -_| Defauk -
= [l T 2 coee [ e
F_Code -_| Difault -| End -_|

Back. ‘ Mk | Cancel ‘

Pin Assignment:
MVB: It is the Data Signal Line, and it needs only one channel.

Protocol Analyzer Property:

Inaccuracy Rate: It is the allowable tolerance value for the time width of one bit; the default is 10%. The
standard Bit Width of the MVB is 667ns, and the 10% tolerance means that the Bit Width can be among
600ns-732ns. Otherwise, there are other two options, 5% and 15%, which can be selected from the pull-down
menu.

Protocol Analyzer Format: The Color of each Item can be varied as the users’ requirements. The Items
(F_Code, Address, Data, CRC/NCRC ) can be set as Binary, Decimal, Hexadecimal, ASCII or Default. And the
Data Format of these Items (F_Code, Address, Data, CRC/NCRC) in the Waveform Display Area and Packet
List is controlled by the Protocol Analyzer. The default Data Format is controlled by the main program and the
Data Format of these items (F_Code, Address, Data, CRC/NCRC) is the Default.
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3  Operating Instructions

STEP 1. Select the Add Bus/Protocol Analyzer item on the pull-down menu of the Sampling(S) to open
the Add Bus/Protocol Analyzer dialog box.

Sampling(S) DatalD)  Tools(T) Wik

Single Run Fg
Fepetitive Run F& |
Auka Run

Sampling Setup ...
Trigger and Find...

Signal Filker Setup...

add Bus

STEP 2.  Select the Protocol Analyzer item in the Add Bus/Protocol Analyzer dialog box, expand the
Automotive Type, select the MVB V1.02.00(CNO01) and then press the Next.

Add Bus/Protocol Analyzer |E| [z|

Bus Type Selectios
" Bus Protocol Analyze

Drescription

= The Protocol Analyzer MYE P
adoptz the Manchester
Encoding Technology
according to the IEC-61375.
The fixed Freguency iz L8
1.5kbpsz. and there iz an 8-bit
CRC following each 64-bit

Frame data. The Frame of MYE
can be divided into bwao parts,

+- Favorites
—|- Automnotive

+- PC Spstem Master Frame and Slave
+- IC Interface Frame, which consist of
+- Digital Audio START, DATA, CRC and “
+- Basic Logic Application b
Fird:
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STEP 3. Set the MVB channel in the Configuration dialog box.

PROTOCOL ANALYZER MVB

Pin Assignment Prokocaol Analyzer Properky

MVE: an - Inaccuracy Rate: 10% =

Protocaol &nalyzer Format

Ttem Color Ciaka Format Tterm Color Daka Forrnak
Skart o Address -_I Defaulk -
MSD -_| Data -_| [Defaul |
25D -_| CRC/MCRC -_| Default l
F_Code -_| Defask  v| End | B

Back. ‘ Mk | Cancel ‘

STEP 4. Set the Inaccuracy Rate, and the default is 10%.

PROTOCOL ANALYZER MVB

Pin Assignment Prokocaol Analvzer Property
MVE: an - Inaccuracy Rate: 10% =

Protocaol &nalyzer Format
Ttem Calar Data Formak Item Calar Diata Forrnak
Stark Address -_| Default -
MDD -_| Data -_| Defauk -
= [l T o oo [ Pk ]
F_Code -_| Default -| End -_|

Back. ‘ ek | Cancel ‘
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STEP 5. Set the Protocol Analyzer Format.

PROTOCOL ANALYZER MVB

Pin Assignment Prokocaol Analyzer Properky

MVE: an - Inaccuracy Rate: 10% =

Protocaol &nalyzer Format
Ttem Color Ciaka Format Tterm Color Daka Forrnak
Skart Address -_I Defaulk -
MSD -_| Data -_| [Defaul |
25D -_| CRC/MCRC -_| Default l

Back. ‘ Mk | Cancel ‘

STEP 6. Press the Next to finish all settings.

PROTOCOL ANALYZER MVB

Pin Assignment Prokocaol Analvzer Property
MVE: an - Inaccuracy Rate: 10% =

Protocaol &nalyzer Format
Ttem Calar Data Formak Item Calar Diata Forrnak
Stark Address -_| Default -
MDD -_| Data -_| Defauk -
= [l T o oo [ Pk ]
F_Code -_| Default -| End -_|

Back. ‘ ek | Cancel ‘
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STEP 7. Please enter the Bus Name, select Yes, please delete or No, please reserve and then press Finish.
Add Bus/Protocol Analyzer |E|r>__(|

Please input the Bus name:

|BUSO

Do you want to delete the other Buzes and channels in the
software?

Back Finizh Cancel |

STEP 8. Following pictures show the completion of the protocol analyzer decoding and the packet list. The
trigger condition is set as Rising Edge; the memory depth is 128K; the sampling frequency is 25MHz(the
sampling frequency should be more than ten times higher than the signal to be tested).

Protocol Analyzer Decoding

NSD F_Code : DT

6dlns 920ns 9%0ns azoms | | | | | | | 720ms

—~ = | = |~ |~ |~ |~ I~ = = |~
L}
—
[T
m
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